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Abstract 
The Si ls (K-shell) X-ray absorption spectra of a se-
ries of strained SixGe100_x alloy thin films and several 
{(Si)m(Ge)n}p atomic layer superlattices (ALS) grown 
epitaxially on Si(IOO) and Ge(IOO) substrates have been 
investigated using plane polarized synchrotron radiation. 
Polarization dependent components of the signal are at-
tributed to anisotropic states associated with strain-in-
duced tetragonal distortions. The sense of the polariza-
tion is shown to be identical for all cmnpositions (x = 
25 to 92) of SiGe alloys grown on Si(IOO) substrates. 
The opposite polarization dependence is found to occur 
for all SixGe100_x alloys (x = 12 to 50) grown on 
Ge(IOO) substrates. The polarization dependence and 
shape of the near edge spectral features of alloy and 
ALS samples which have similar (average) chemical 
composition are remarkably similar. A preliminary 
comparison of the -alloy results with literature band 
structure calculations is made. 
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Alternating layers of pure Si, pure Ge or variable 
composition SixGe100_x strained single crystal alloys are 
useful model systems for studying strain in heterostruc-
tures and the dependence of materials properties on 
growth and processing procedures. Such films are cur-
rently of interest with regard to quantum engineered 
electronic structures adapted for specific device appli-
cations [7, 9, 17, 20]. Ge K-edge [1, 2, 6, 8, 13, 18, 
19, 22, 24, 25] and Si-K edge [10, 11, 12, 24] X-ray 
absorption spectroscopic measurements have been used 
to study Si-Ge atomic layer superlattice (ALS) and alloy 
thin films. The details in the near edge region of X-ray 
absorption spectra are closely connected to the unoccu-
pied density of states. In particular, Si ls near edge 
spectral structure reflects the p-symmetry density of 
states in the conduction band. Thus, Si ls absorption 
spectroscopy provides a probe of an important aspect of 
the electronic properties of Si-Ge materials. Woicik _and 
Pianetta [24] have outlined the close relationship be-
tween X-ray absorption spectra and the structural and 
electronic properties of Si-Ge systems. 
The Si ls -+ Si 3p conduction band transitions in 
crystalline SixGe100_x alloys and {(Si)m(Ge)n}p ALS 
samples produce a characteristic double-peaked structure 
at the Si K-edge [11, 16, 24]. Recently, we have shown 
that there is a small polarization dependence in the 
region of this double peaked structure (1838-1844 eV) in 
the Si ls near edge spectra of all strained alloys and 
ALS [11, 12]. This polarization dependent signal is ab-
sent from the Si ls spectra of fully relaxed alloy and 
ALS materials, even though the near edge spectra are 
otherwise quite similar. This polarization dependent 
signal arises from electronic transitions to anisotropic 
states which are generated by band splittings caused by 
the tetragonal distortion. This distortion is the way in 
which the epitaxial film accommodates the mismatch be-
tween the natural (i.e., relaxed) cell sizes of the thin 
film and the substrate [12]. For commensurate epitaxial 
growth on Ge(l00), the in-plane lattice constant of the 
growing layer must match that of the Ge substrate. For 
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the pure Si layers in an ALS or for a Si-rich alloy, this 
requires an increase in the (Si-Si) in-plane spacing rela-
tive to that in a relaxed sample. The interlayer distance 
then undergoes a corresponding contraction (tetragonal 
distortion). Thus, in both alloys and ALS grown com-
mensurately on Ge, every Si atom resides in a strained 
environment in which the in-plane distances are expand-
ed and the out-of-plane distances are contracted relative 
'to pure Si. For commensurate epitaxial growth on 
Si(lOO), the sense of the strain is opposite to that experi-
enced by Si atoms deposited on a Ge substrate. That is, 
the in-plane Ge-Ge distance in the pure Ge layers of an 
ALS or that in a Ge-rich alloy is contracted, while the 
out-of-plane distance expands relative to that in pure Ge. 
The sense of the strain in Si-Ge alloys grown on Si(lOO) 
is the same as that in ALS grown on Si(lOO) but oppo-
site to that in alloys or ALS grown on Ge(lOO). 
Recently, we [11] have shown that a similar polari-
zation effect is seen in the Si ls spectra of alloys and 
ALS samples of similar (average) chemical composition 
grown in a similar way on the same substrate and thus, 
the anisotropic states are not specific to the abrupt inter-
faces in the ALS but rather are a property of the extend-
ed strain field. In order to more fully explore the polar-
ization dependent effect and its potential use in under-
standing how the strain in metastable epitaxial structures 
affects the conduction band structure of Si-Ge electronic 
materials, we have investigated a series of strained and 
relaxed alloy films which span a much wider range of 
compositions than in our earlier study. In addition, a 
preliminary comparison is made to recent semi-empirical 
tight-binding calculations of the band structure of 
strained Si-Ge alloys reported by Ma et al. [16]. 
Experimental 
The Si K-edge spectra were recorded using the dou-
ble crystal beam line [26] at the 1 GeV synchrotron radi-
ation facility of the University of Wisconsin-Madison. 
The monochromator was equipped with InSb crystals 
giving a resolution of 0. 8 e V at the Si K-edge. After re-
focussing, the X-ray beam on the sample was approxi-
mately 1 mm2. Total electron yield spectra were obtain-
ed using sample current detection. The sampling depth 
is estimated to be ""' 20 nm, based on a comparison of 
the relative intensities of oxide to bulk signals in total 
electron yield and fluorescence yield spectra of a sample 
of single crystal silicon (c-Si) covered with approxi-
mately 2 nm native oxide layer. The incident photon 
flux (I
0
) was monitored using a gas ionization chamber 
equipped with thin Be windows. Absolute energy scales 
were established by setting the inflection point of the 
absorption edge of c-Si (as determined by the peak in the 





Figure l. (a) Experimental geometry used for earlier 
polarization dependent measurements. (b) Geometry 
used for some of the spectra reported in this work. The 
relative surface:bulk contribution varies in geometry (a) 
but is constant in geometry (b). 
The polarization dependence (the variation of the 
spectrum with changes in the angle between the electric 
vector of the incident radiation and the sample surface) 
was measured by sample rotation. In earlier measure-
ments [11, 12], the sample rotation was carried out 
about an axis perpendicular to the X-ray beam (Fig. la). 
In this geometry, the surface of the sample contributes 
increasingly at grazing incidence. In order fo investigate 
the extent to which the polarization dependent signal 
could .be associated with anisotropic surface states or 
simply with changing contributions of surface and bulk, 
a series of measurements were carried out using sample 
rotation about an axis coincident with the X-ray beam, 
with the sample surface fixed at 20° relative to the inci-
dent beam for all polarizations (Fig. lb). In this experi-
mental geometry, the relative contributions of the sur-
face and the bulk is the same for all polarizations (based 
on the estimated 20 nm sampling depth, the surface con-
tribution is ""' 5 % ) . The polarization dependence was 
found to be very similar for a strained sample measured 
with both geometries. This suggests the polarization de-
pendent signal is characteristic of the 'bulk' and is not 
a surface-specific phenomenon. However, in a few 
cases, surface-related signals were observed which were 
traced to surface contamination [11]. The absence of 
polarization dependent signal in fully relaxed samples 
(see Fig. 4a) is further evidence that any intrinsic sur-
face polarization signal contributes relatively little in the 
experimental geometries we have used. Finally, in a 
number of samples, fluorescence yield detection, which 
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Figure 2. (a) Si ls spectra of single crystal strained 
Si-Ge alloys of the indicated composition, grown on 
Si(lOO), recorded by total electron yield (sample current) 
detection. After subtracting a linear background, each 
spectrum was normalized to unity at 1858 eV. (b) 
Alloy spectra after subtraction of the spectrum of a-Si, 
scaled in amplitude and shifted by +0.42 eV. The off-
sets used to avoid overlap are given by the signal at 
1836 eV. 
samples several micrometers at the Si ls edge (and 
therefore, all of the epitaxial film), was found to give 
identical polariz.ation dependence to that observed with 
electron yield detection [12). 
The single crystal epitaxial layers were grown in a 
VG Semicon V80 molecular beam epitaxy (MBE) sys-
tem on Czochralski-grown 100 mm Si(lO0) or 50 mm 
Ge(lOO) wafers with procedures previously described 
elsewhere [16). Prior to growth, a thick ( ~ 100 nm) 
epitaxial Si or Ge buffer layer was grown to ensure 
identical initial conditions. X-ray diffraction, Raman 
scattering spectroscopy and cross-section transmission 
electron microscopy measurements have established the 
Ge and Si concentrations and nominal layer thicknesses 
[3, 4, 5). Most of the alloy samples were > 100 nm 
thick and thus there was no contribution from the 
Si(lOO) substrate. This was not the case for the 
Si25Ge-,5 and Si50Ge50 strained alloys grown on Si(lO0). 
For these highly strained species, coherently strained 
layers can only be grown to a maximum thickness of 10 
nm. In these cases, the Si substrate contributes signifi-
797 
cantly to the overall signal. The amorphous Si sample 
was prepared as described elsewhere [15). An oxide 
etch (using 10 % HF to remove Si Ox and GeOx) was car-
ried out just prior to insertion of each sample into the 
high vacuum chamber where measurements were carried 
out at a pressure below 2x10-7 torr. 
Results 
Figure 2 compares the Si ls spectra of a series of 
Si-Ge alloys with compositions between 25 and 100% Si 
grown on Si(l00). Each spectrum was recorded with 
the electric vector approximately perpendicular to the 
surface (E ,1), The spectra have been subjected to a lin-
ear background subtraction and normalized to unit inten-
sity at 1858 eV. In addition to the normalized spectra, 
the part of the near edge signal which is most long-
range, and thus most band-structure sensitive, was iso-
lated by subtraction of the spectrum of amorphous Si 
(a-Si). Prior to subtraction, the a-Si spectrum was 
shifted by -0.42 eV and unit normalized (see ref. [12) 
for detailed discussion and rationaliz.ation of this align-
ment procedure). This difference signal is presented in 
the right hand panel of Figure 2. A clear evolution in 
spectral shape is evident, with the most obvious develop-
ments with increasing Ge content being the increase in 
the separation of the two peaks at the conduction band 
maximum (1840-1842 eV) and the growth of a threshold 
transition at 1839 e V, at least until the Ge content 
reaches 50%. Woicik and Pianetta [24) have suggested 
that the compositional dependence of the main peak sep-
aration can be understood in terms of a compositional 
average of the conduction band splitting in pure Si (0. 9 
eV) and that in a dilute (5% Si) Si-Ge alloy (1.95 eV) 
which is assumed to approach that of pure Ge. How-
ever, this suggestion is not supported by the present 
results, in that, the splitting does not vary linearly as a 
function of composition. 
Figure 3 plots the Si ls spectra (E .L) of alloys 
grown on Ge(lO0), with samples covering compositions 
between 12 % and 50 % Si. The separation of the two 
main conduction band peaks is as large or larger than 
that found in the Si25Ge-,5/Si(l00) sample. Again, the 
evolution of peak separation as a function of composition 
is not linear, as had been suggested [24). The threshold 
feature at 1839 eV is completely absent from the spectra 
of strained alloys grown on Ge, consistent with an oppo-
site polariz.ation to that in the alloys grown on Si. The 
small negative intensity at threshold arises because of the 
choice of alignment of the a-Si and alloy film spectra. 
A smaller shift of the energy scale of the a-Si spectrum 
results in a large negative-going signal in the E .L spectra 
of alloys grown on Ge(lO0) and a reduced size of the 
1839 eV threshold peak in that of alloys grown on 
Si(lO0). 
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Figure 3. Total electron yield Si ls spectra of single 
crystal strained Si-Ge alloys of the indicated composi-
tion, grown on Ge(lOO). (a) Background subtracted, 
normalized spectra recorded with E II . (b) Same data 
after subtraction of the spectrum of a-Si. Data prepara-
tion and presentation as for Figure 2. 
Figure 4 plots the polarization dependent compo-
nents of the strained alloys grown on Si and Ge. This 
(E .1 -E II) signal is obtained by subtracting the spectrum 
recorded with the E-vector in the plane of the sample 
(E II) from that recorded with the E-vector predominantly 
along the growth direction (E .l ). Thus, a positive signal 
in the difference plot signifies an anisotropic state 
aligned along the growth direction (z-polarized; out-of-
plane; normal to the surface) while a negative signal sig-
nifies a state aligned perpendicular to the growth direc-
tion {(x,y)-polarized; in-plane; in the plane of the alloy 
film}. The magnitude of the polarization dependent 
component indicated by the vertical scale is consistent 
with the magnitude of the normalized spectra, as indi-
cated in the vertical scales of Figures 2 and 3. Figure 
4a also includes the (E .1 -E II) difference signal for c-Si 
in order to demonstrate that the polarization dependence 
for unstrained samples is much weaker, with the residual 
likely associated with surface contributions. 
If all conduction band states (or their overlap, in the 
case of unresolved transitions) were isotropic, these 
(E .1 -E II) difference curves should be featureless. Figure 
4 shows that, for all compositions of strained alloys 
grown on Si(lOO), the lowest energy conduction band 
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Figure 4. (a) Difference between the normalized Si ls 
spectra of the strained Si-Ge alloys grown on Si(lOO) 
tecorded with the E-vector normal from that with the E-
vector in the sample plane (E .l -E 11)-An identical inten-
sity scaling has been used for a l plots, with vertical 
offsets for clarity. The E .l -E II signal for c-Si (recorded 
in the geometry indicated in Figure lb is also presented. 
The small polarization signal for c-Si may be associated 
with contributions from anisotropic states at the H-termi-
nated surface. (b) Polarization dependence (E .1 -E II) 
for strained Si-Ge alloys grown on Ge(lOO). 
state (or the net resultant from transitions to a set of 
overlapping bands) (located at 1839 eV, on the leading 
edge of the rise in the absorption signal) is (x,y) polar-
ized. In addition, there is a z-polarized signal at 1840. 8 
e V. Curve fitting suggests this signal arises from a 
number of z-polarized states [12]). In sharp contrast, 
the polarization dependent signal in the spectra of the 
three alloys grown on a Ge(lOO) substrate is inverted 
from that of the strained alloys grown on Si(lOO). In 
the alloys-on-Ge, the lowest energy state (1839 eV) is 
strongly z-polarized (and thus did not appear in the E II 
spectra plotted in Fig. 3), while there is a more complex 
(x,y)-polarized signal between 1841 and 1842 eV. In 
most cases, the polarization component is more intense 
in strained SixGe100_x/Ge(lOO) than strained Si100_ 
xGex/Si(lOO) alloy samples (i.e., samples which are of 
similar compositional mismatch, on opposing substrates). 
However, we do note that the magnitude of the polariza-
tion dependent signal of Si25G~ 5/Ge is similar to that of 





1836 1840 1844 18481836 1840 1844 1848 




Figure 5. Comparison of (a) amorphous-Si subtracted 
Si ls spectra, and (b) the polarization dependence (E .L -
E II), of three Sio_5Ge05 alloy samples: (1) strained, 
grown on Ge(lOO); (2) fully relaxed by growth of a very 
thick film; and (3) strained, grown on Si(lOO). 
Si75Geis/Si. 
Due to spontaneous relaxation when thicker layers 
are prepared, the Si25G~ 5/Si(l00) and Si50Ge50/Si(100) 
samples could only be grown 10 nm thick. For these 
species, the polarization dependent intensity is underesti-
mated because there is a significant contribution to the 
spectrum from the underlying Si(lOO) substrate. This is 
the case, despite the fact the polarization dependence is 
evaluated as a difference, since the E .L and E II spectra 
are each normalized on a per Si atom basis. Thus 
(1) 
for both E .L and E II , so that 
(I .L - I II) = o:· {I .L (SixGe100-x) - I II (SixGe100_x)} 
(2) 
and the polarization dependence is reduced by a factor 
o:, the proportion of the total signal coming from the 
alloy component of the SixGe100_x/Si(100) epitaxial film. 
Assuming o: = 0.5 (i.e., a 10 nm thick epitaxial film 
measured using a total electron yield sampling depth of 
20 nm), the real polarization dependence for the 
Si25G~5/Si(lOO) and Si50Ge50/Si(100) samples should 
be twice as large as that given in Figure 4, which would 
make them much more comparable in magnitude to that 
for the corresponding alloy films grown on Ge. We 
plan to measure these samples using a partial yield 
detection mode under ultra high vacuum (UHV) condi-
799 
tions. This should result in a depth sensitivity less than 
the thickness of the strained alloy layer. Measurements 
under UHV conditions will also enable us to explore the 
Si ls spectrum of the surface. 
The results shown in Figure 4 are fully consistent 
with our earlier studies of Si ls spectra of strained al-
loys (11). They clearly show that the polarization de-
pendence is dictated by the nature of the substrate (and 
thus, the orientation of the strain field in the epitaxial 
film). Although the magnitude and detailed shape of the 
polarization signal varies somewhat, the sense of the po-
larization dependent signal is independent of alloy com-
position. 
Figure 5 compares the long-range components of the 
near edge spectra (isolated by subtraction of the a-Si sig-
nal) and the polarization dependence of three different 
50:50 alloy samples: strained Si50Ge50 grown on 
Si(lOO), strained Si50Ge50 grown on Ge(lOO), and a 
Si50Ge50 film grown to several micrometers thickness on 
Si(lOO) which is not strained (i.e., completely relaxed). 
This comparison dramatically illustrates the dominant 
role of the substrate in determining the conduction band 
structure of the alloy film. Not only is the polarization 
dependence inverted (right hand panel), but there are 
also changes in the overall spectral shape (left hand 
panel). While some of the spectral shape changes are 
simply a consequence of comparing E .L spectra of oppo-
sitely polarized samples, other changes (e.g., those 
around 1843 eV) can only be explained as changes in the 
isotropic components of the band structure both as a 
function of the nature of the substrate and as a function 
of the presence or absence of strain. Crudely speaking, 
one might have expected the isotropic component to be 
rather similar in these three samples. However, this as-
sumes a similar sensitivity of the band structure to ten-
sile versus compressive stress. The variation in the iso-
tropic component, which can be obtained by making 
measurements at the angle where the spectrum is inde-
pendent of polarization (E-vector at 54.3 ° relative to the 
surface (21]), would be a more accurate measure of the 
differences in the sensitivity of the conduction band to 
tensile versus compressive stress. 
Some of the difference in amplitudes of the polari-
zation dependent signals of strained alloys grown on Ge 
versus those grown on Si is a result of the difference in 
elastic stiffness constants for Ge and Si. For the case of 
dilute alloys, the difference in the orthogonal compo-
nents of the strain tensor (e .L - e II) for Ge in Si on Ge 
is 30 % larger than for Si in Ge on Si because of differ-
ences in the elastic stiffness constants (16]. While the 
relationship between magnitude of polarization depend-
ence and strain anisotropy is not yet quantified, this ef-
fect is consistent with a larger polarization dependence 
for alloys grown on Ge than those grown on Si. Since 
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the (e .1 - e II) values for on-Si and on-Ge alloys will dif-
fer by a smaller amount for more concentrated alloys, 
the polarization dependent signal of corresponding on-Si 
and on-Ge alloys should become more similar as the 
composition approaches 50:50. 
As illustrated in Figure 6, the shape of the near 
edge spectra as well the polarization dependent compo-
nent of the Si ls signal from Si-Ge atomic layer super-
lattices is essentially the same as that for an alloy of a 
composition equal to the average composition of the 
ALS. A rationale for this equivalence has been previ-
ously given [11]. While some of this similarity can be 
attributed to interface mixing, and thus, some alloy-like 
character to the ALS samples, the similarity of the ALS 
and alloy Si ls spectra reflects the sensitivity of these 
near edge signals to the long range aspects of the elec-
tronic structure. The long range aspect is dictated by 
the strain field (which seems to be a property of the 
whole strained film and is similar in similar-composition 
ALS and alloys), rather than the immediate first shell 
environment of the core-excited Si atom (which differs 
significantly between alloy and ALS samples). 
Discussion 
A striking feature of these results (e.g., Figs. 5 and 
6) is the reversal of polarity of the polarization depend-
ent signal between alloy and ALS samples grown on Si 
and those grown on Ge. This confirms that the polariza-
tion effect in both the alloy and the ALS samples is di-
rectly related to long range strain. The desirable proper-
ties of the strained Si-Ge materials for electronic appli-
cations arise from the influence of strain on the band 
structure. In principle, our results can provide useful 
experimental tests for the accuracy of various schemes 
to calculate the band structure and other electronic prop-
erties of strained alloys and superlattices. These experi-
mental results can be related to theory by using the par-
tial density of states of p-symmetry as a first order esti-
mate of the Si ls spectral structure. This approach ig-
nores the influence of the core hole and possible varia-
tions of the transition matrix element in the threshold 
region. Both of these factors are believed to be relative-
ly small effects for the ls spectra of covalently bonded 
group IV elements [23]. Unfortunately, we have not 
been able to find partial density of states calculations for 
strained SixGe100_x alloys or superlattices in the litera-
ture. 
As a first attempt to connect our results to theory, 
we have used the alloy band structure information pro-
vided by the tight binding calculations of Ma et al. [ 16]. 
Note that the alloys are denoted as Si1_xGex in ref. [16], 
so that, their compositional variable, x, refers to the Ge 
content rather than the Si content, as we have used in 
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Figure 6. Comparison of the shape (amorphous-Si sub-
tracted, left side) and polarization dependence 
{(E .1 -E II), right side} of the Si ls spectra of strained 
alloys and strained {(Si)m(Ge)n}p atomic layer superlat-
tices of similar composition, grown on (a) Ge(l00) and 
(b) Si(lOO). The vertical scales are the same for both 
parts of the figure. The offsets used to avoid overlap 
are given by the signal at 1836 eV. 
this work. According to the results of Ma et al. [16], 
the lowest energy conduction band state for alloys grown 
on Si(lOO) is the in-plane, (x,y)-polarized Ee ~(4) band 
(see Fig. 6 of ref. [16]). The out-of-plane, z-polarized 
Ec ~(2) band occurs at a few tenths of an e V higher ener-
gy, with the E/( 4)-Ec ~(2) separation increasing as the 
Ge content of the alloy increases. At slightly higher 
energy (0.2-0.8 eV), there is the in-plane, Ec L(4) band. 
Since our experimental resolution is only 0.8 eV and the 
1839 eV polarization dependent signal has a width of 1.4 
eV (FWHM), it is most likely the three lowest bands 
predicted by the Ma et al. [16] calculation would all 
overlap in the "1839 eV" band. Indeed, there are signs 
of a 0.4-0.6 eV splitting at the top of the "1839 eV" 
signal in the x = 25, 50 and 88 alloy samples (Fig. 4a) 
which could correspond to the separation of the Ec ~(4) 
and EcL(4) bands. Thus, even though the p character of 
the bands or the matrix elements have not been consider-
ed, this simple comparison with the band edge positions 
does suggest the signal at the threshold of the Si ls -
conduction band transitions should be dominated by 
(x,y), in-plane polarized states, consistent with our 
results. 
Strain in Si-Ge 
The Ma et al. [16] calculations indicate that the 
lowest energy conduction band state for alloys grown on 
Ge(lOO) is the out-of-plane, z-polarized E/\2) band for 
alloys with a Ge content of less than 50% (see Fig. 7 of 
ref. [16]). However, for alloys richer in Ge (i.e., for 
all of the samples studied in this work), the lowest 
energy band is predicted to be the in-plane, (x,y)-
polarized E/(4) band. The in-plane polarized E/\4) 
band occurs at slightly higher energy ( <0.5 eV). Thus, 
Ma et al. [16] predict that the dominant character of the 
first 0.5 eV of the conduction band of alloys grown on 
Ge(lOO) is in-plane polarized. Since our experimental 
results indicate unequivocally that there is a strong out-
of-plane, z-polarization to the first 1 eV of the 
conduction band (see Fig. 4b}, there appears to be a 
fundamental disagreement between experiment and 
theory for strained Si-Ge alloys grown on Ge(lO0). 
One possible explanation of this discrepancy could 
be that in the alloys grown on Ge(lO0), the matrix ele-
ment for the Si ls ➔ Ee ll(2) transition could be much 
larger than that for the Si ls ➔ Ecll(4) and Si ls ➔ 
E/(4) transitions. However, if this was the case, the 
matrix elements for transitions in alloys grown on 
Si(lOO) would be expected to be similar, resulting in a 
z-polarized lowest energy signal in the alloys grown on 
Si. Knowledge of the Si 3p character of these individual 
bands would allow some estimates of the relative matrix 
elements, since to zeroth order, the matrix element is 
proportional to the Si 3p content of the conduction band. 
Another difficulty with this simple comparison is that 
Ma et al. [16] indicate only the band edge and not the 
density of states for each band, integrated over all values 
of the momentum of the electron in that band. If this 
more detailed information was available for the first 10 
eV above the conduction band edge, a meaningful com-
parison with our results could be made. 
Summary 
The Si ls spectra of a series of SixGe100_x alloy 
films grown epitaxially on Si(l00) and Ge(lO0) have 
been recorded at high resolution and with variable polar-
ization. The spectral shape and polarization signal are 
most strongly related to the nature of the substrate and 
thus the spatial orientation of the strain. Both the spec-
tral shape and the polarization dependence for ALS and 
alloys of similar average composition are very similar. 
A preliminary comparison to band structure calculations 
of strained epitaxial alloys [16] has been made. How-
ever, as yet, insufficient information is available about 
these calculations to make a meaningful comparison to 
our results. This will require knowledge of the p sym-
metry density of states over the region of the polariza-
tion dependent threshold signal. Ideally, this should also 
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include a consideration of the matrix elements and possi-
ble influence of the core hole on the excited state elec-
tronic structure [14]. With this information, it should be 
possible to quantitatively relate these Si ls experimental 
measurements to the fundamental electronic properties of 
these strained Si-Ge materials. 
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Discussion with reviewers 
D. McComb: The authors should present at least one 
example of a spectrum collected with e II to convince the 
reader of the quality of the data acquired. It would also 
be worthwhile to show that the difference spectrum for 
SixGe100_x on Si(l00) or Ge(lOO) is indeed featureless 
when x = 100 or x = 0, respectively. 
Authors: Detailed presentations of e .L and e II data have 
been given in two recent articles (11, 12) from our 
group. The quality of the difference curves clearly indi-
cates that the e II spectra are of similar statistical quality. 
The difference spectrum for c-Si {equivalent to unstrain-
ed SixGe100-x on Si(lO0), x = 100} in Figure 4a demon-
strates the absence of polarization dependence signal. 
There is no Si to detect in x = 0 samples and samples 
of SixGe100_x x = 100 on Ge(lO0) were not available. 
Therefore, neither of these two cases can be dealt with. 
D. McComb: The splitting of the "1839 eV" signal is 
absent in the x = 75 sample but is present in all of the 
other compositions (see Fig. 4a). Please comment on 
this discrepancy. 
Authors: While it is true that a splitting is not observed 
for x = 75 in Figure 4a, simultaneous curve fitting of 
the sequence of four alloy spectra plotted in Figure 4a 
does support the existence of two components separated 
by an energy spacing similar to that in the x = 25 and 
x = 50 samples. 
